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1 General Specification 
Profibus DPEA protocol is available for the following PSG controllers 
 

Multi loop controllers  Multi loop controllers 
sysTemp ® ETR 132 I  flexotemp ® MCU 128 

sysTemp ® ETR 132 II  flexotemp ® PCU 128 

sysTemp ® ETR 112  flexotemp ® PCU 48 

sysTemp ® ETS 132 I  flexotemp ® PCU 24 

sysTemp ® ETS 132 II   

sysTemp ® ETR 132 net   

sysTemp ® ETR 112 net   

sysTemp ® ETS 132 net   

 

Typographical Conventions 
Symbols and conventions are used in this manual for faster orientation for you. 
 

 

Caution With this symbol, references and information are displayed which are 
decisive for the operation of the device.  
In case of non-compliance with or inaccurate compliance there can result 
damage to the device or injuries to persons. 

 

Note The symbol refers to additional information and declarations, which serve for 
improved understanding. 

 

Example With the symbol, a function is explained by means of an example. 

 

Reference With this symbol, information in another document is referred to. 
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2 Principle of Communication / Prerequisites 
Integration of the controller into the control system by means of the GSD file. The GSD file provides the user 
the possibility to choose between the following modules: 
 

Setting / 
Module 

 Buffer size PSG Controller / GSD file 

A 16W E/A Control allocates 16 words  
each for I/O 

sysTemp ® / PSG.GSD 
flexotemp ® / flexotemp.GSD 

B 32W E/A Control allocates 32 words  
each for I/O 

sysTemp ® / PSG.GSD 
flexotemp ® / flexotemp.GSD 

C 48W E/A Control allocates 48 words  
each for I/O 

sysTemp ® / PSG.GSD 
flexotemp ® / flexotemp.GSD 

D 58W E/A Control allocates 58 words  
each for I/O 

sysTemp ® / PSG.GSD 
flexotemp ® / flexotemp.GSD 

E 46W E/A Control allocates 46 words  
each for I/O 

flexotemp ® / flexotemp.GSD 

 
Content of GSD files see chapter 9.1 GSD file sysTemp ® control system and/or chapter 9.2 GSD file 
flexotemp ® control system. 
 
The user can then define for the controller on which I/O word which channel or system parameters are read 
or written . 
This configuration of the controller is done by the project setup and configuration tool 
 

 WinKonVis for sysTemp ® Controllers (see chapter 6 Configuration and Online Mode with 
WinKonVis) 

 flexotempMANAGER for flexotemp ® Controllers (see chapter 7 Configuration and Online Mode 
with flexotempMANAGER) 

 
The channel and/or system parameters communicated, are named communication objects or abbreviated 
objects. They are classified in three areas, that are communicated in different ways: 
 

 Static Objects (see chapter 3 Communication by Static Objects) 

 Multiplex Objects (see chapter 4 Communication of Multiplex Objects) 

 Parameter Channel (see chapter 5 Communication by Parameter Channel) 
 
All objects are presented as words independent of the storage type in the controller on the control system 
side.  
Writing new values the controller checks Min /Max limits of the particular parameters. 
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2.1 Activate protocol 

There is a different procedure for each controller type to activate the protocol Profibus DPEA. 
 

Controller Type Load HEX file version *) Set parameter 

sysTemp ® ETR 132 II 36, 37, 46, 48, 66, 68 - 

sysTemp ® ETS 132 II 34, 35, 47, 49, 67, 69 - 

sysTemp ® ETR 112 22, 23, 26, 27 - 

sysTemp ® net Controller - System parameter 44 DPEA  
DPEA protocol = ON 

flexotemp ® Controller - Communication parameter CP13  
DPEA protocol = ON 

 
*) The HEX file used depends on the additional functionality needed. Please read the corresponding 
information added for each HEX file at download. 

2.2 Control-/Handshake word 

The last word of the I/O buffer respectively is used as Control-/Handshake word and therefore is not 
available for the communication of objects.  
It is built up as follows: 
 

sy
st

em
p 

®
 

Life bit (has to be 1, so that the controller is processed) 

                

 Status byte (used for handshake with MUX and Parameter Channel) 

                

        MUX Object (x = read and write configured MUX Objects) 

                

         <n.a.> 

                

          MUX Channel (valid channels 1-[number of 
zones], 
otherwise MUX Channel passive) 

                

                 

Bit 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

                 

fle
xo

te
m

p 
®

 

                
         MUX Channel (valid channels 0-[number of zones-1] 

 

See 4 Communication of Multiplex Objects, rules 

                
        MUX Object (x = read and write configured MUX Objects) 

                
 Status byte (used for handshake with MUX and Parameter Channel) 

                
Life bit (has to be 1, so that the controller is processed) 

 
The further meaning of the Control-/Handshake word is in chapters 
 

 2.4 Communication control by life - and RW bit, 

 3 Communication by Static Objects 

 4 Communication of Multiplex Objects 

 5 Communication by Parameter Channel 
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explained. In essence, it serves to ensure data consistency on the PLC. 
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2.3 Parameter Timeout DP 

The life bit not only plays a role in the processing of communication objects. In combination with the 
parameter 
 
sysTemp® Controllers System parameter DP-T  
flexotemp ® Controller Communication parameter CP14  
 
(DP – Time out in ms) it influences the behavior of the controller on failure of Profibus DPEA and/or when 
the life bit is not set. 
The behavior is explained in the following. 
 

 Setting of Parameter Timeout DP 
 0 1 - 120 (sec) 
Meaning - When the controller does not receive a valid 

Profibus telegram in between a specified time (life 
bit must be 1), the controller identifies a Profibus 
error. 

Behavior at 
controller start 

Controller active (controller 
works with the parameters 
set) 

Controller passive, until first valid Profibus telegram 
with life bit „1“ is received. Thereafter controller 
switches to status active. 

Behavior at failure 
of Profibus DPEA 

Controller active When the controller identifies a Profibus error, 
controller switches to passive status. 

Behavior at restart 
of Profibus DPEA 

Controller active Controller switches to status active.  

Display  As an outward sign of a Profibus error status 
message, OUT is displayed in the zone displays of 
the operating and display unit as well as in the 
operating interface WinKonVis and/or 
flexotempMANAGER in the status display. 
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2.4 Communication control by life - and RW bit 

The communication by the Static and Multiplex Objects, as well as the Parameter Channel is controlled by 
the life bit and the RW bit. 
 
 Write data Read data 

Static Objects Life bit - 

Multiplex Objects Life bit and RW bit Life bit 

Parameter 
Channel 

Life bit Life bit 

 
This means, that the life bit must be always set, except for reading of Static Objects . The setting of the RW 
bit is exclusively necessary for writing of Multiplex Objects. 
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3 Communication by Static Objects 
Characteristic of Static Objects 
 

 Static objects are linked directly and unambiguously with a parameter on controller side. Available 
are system- or channel data / -parameters and Direct IO's 

 A static channel data object is directly linked with the zone 

 Static Objects have word format 
 
As with Static Objects a unique assignment of a parameter with an I/O word is always guaranteed, no 
handshake to ensure data consistency is required. 
 
Read: To read Static Objects such as the setpoint value of channel 1, it is sufficient to make an assignment 
between this object and the corresponding PEW (process input word) in WinKonVis and/or 
flexotempMANAGER. The controller can read the appropriate value of there at any time. The values are 
updated every 0.5 seconds. 
 
Write: To write Static Objects it is sufficient to make an assignment between this object and the 
corresponding PAW (process output word) in WinKonVis and/or flexotempMANAGER. Then, the value to be 
written must be written into PAW only on the control side. The controller transfers this value maximal 0.5 
seconds later. 
 

 

In the controller only changed values are applied. After each writing of a new value, the auto 
save mechanism of controller is started. That means, when there is no new writing of Static 
Objects in the next 10 minutes, after auto save time of 10 minutes elapsed all previously 
modified values are automatically taken into the EEPROM. 
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4 Communication of Multiplex Objects 
In order to communicate with a minimum of I/O memory requirement in the control a maximum number of 
channels of the controller, it is possible to communicate with all of the channel parameters by means of the 
Multiplex Objects. 
 
Characteristic of Multiplex Objects 

 Multiplex Objects are channel parameters of the controller 

 Multiplex Objects are not statically connected with the controller channel 

 Multiplex Objects have word format 
 
For the sysTemp ® controllers the content of the Multiplex Objects is directly connected with the current 
MUX Channel. That is why per communication cycle only 1 channel/zone per Channel Parameter can be 
executed. 
In the flexotemp ® controllers offsets can be defined, where other MUX Channels are accessible. Doing this 
multiple channels / zones can be processed per communication cycle per channel parameters. 
 
In order to ensure consistent data on the controller side, here's a handshake necessary. The hand shake is 
done by the described Status-/Handshake word see chapter 2.2. 
 
The following norms are valid 

 Valid values for MUX Channel 
 
sysTemp ® controller: 1…32 (Is MUX Channel set to 0 or an invalid MUX Channel is specified, no 
execution takes place for MUX Objects) 
 
flexotemp ® controller: 0…[Number of zones-1] 
Number of 
zones 

Valid MUX Channels  

24 1-24 0=passive, 1=1, 2=2, etc., 24=24 

48 1-48 0=passive, 1=1, 2=2, etc., 48=48 

128 0-127 0=128, 1=1, 2=2, etc., 127=127 

 

 Is the RW Bit (MUX Object Bit 7) in Control- /Handshake word set to „1“, all Read - and Write MUX 
Objects are executed. 
 

 Is the RW Bit (MUX Object Bit 7) in Control- /Handshake word set to „0“, only Read MUX Objects 
are executed. 

 

 In order for a treatment of the MUX Objects takes place, the life bit must be set to "1" (bit 15 in 
Control-/Handshake word). 

 

 The processing of the MUX Objects always takes place when the status byte changes / toggles. 
The content of the status byte is the reflected into the response (in Read buffer). Thus, the user can 
recognize that a processing has occurred. 

 

 

After the change of the content of the status bytes, the processing of the MUX Objects takes 
place. Therefore, it is essential, first to make all the necessary data entries in the buffer and 
then to change the status byte at last. 

 

The minimal processing cycle of MUX Objects is 50 msec. 
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4.1 Complete communication cycles for MUX Objects 

4.1.1 Read objects 

1. Enter the desired channel number in the Status- /Handshake word MUX Channel (Bit 0…6a).  
2. Set RW Bit (MUX Object Bit 7) to 0. 

 
3. Enter in the Status- /Handshake word Status byte (Bit 8…13) a different value than in the 

previous read cycle. Set life bit (Bit 15). 
 

4. Check that the controller replies MUX Channel and Status byte correctly in the Read buffer. If 
so, analyze Read buffer. 
 

5. (Set status byte to 0. So in step 3 the same value for the status byte can be used.) 

4.1.2 Write objects 

1. (Set status byte to 0. So in step 4 the same value for the status byte can be used.) 
2. Enter all parameter data into write buffer. 

 
3. Enter the desired channel number in the Status- /Handshake word MUX Channel (Bit 0…6), 

and set RW Bit (MUX Object Bit 7). 
 

4. Enter in the Status- /Handshake word Status byte (Bit 8…13) a different value than in the 
previous write cycle. Set life bit (Bit 15). 

5. Check that the controller replies MUX Channel and Status byte correctly in the Read buffer. 
 

a  For sysTemp ® controllers 0…5 for MUX Channel, 6 idle. 



12 Chapter 5 

 Communication by Parameter Channel 
 

  

Subject to technical changes 

Rev. 1.02.03  

5 Communication by Parameter Channel 
Parameter Channel is an option that is used for communication of data, which can not be communicated 
by Multiplex Objects and Static Objects. 
The Parameter Channel suits e.g. for data backup, for recipe handling or for PLC configuration. 
 
The following are available 
 
sysTemp® Controllers Parameter Channel 8 data words WinKonVis 

flexotemp ® Controller Parameter Channel 8 data words 
Parameter Channel n data words 

flexotempMANAGER 

 
As for MUX Objects, a handshake is also necessary for Parameter Channels (see chapter 2.2 Control-
/Handshake word) to guarantee the data consistency on controller side.  
After all the words of the Parameter Channel has been described with the appropriate values, the status byte 
(handshake) is increased. Then the controller executes the command (life bit must be set to "1"). 
One can only work with one Parameter Channel type. 
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5.1 Types of Parameter Channels 

Dependent on the commands there are different types (configuration) of Parameter Channels. 

5.1.1 Type of Parameter Channel for command 1…26 

Parameter channel for command 1…26 looks like follows: 
 

Word n data words  Word 8 data words 
1 Command  1 Command 

2 Channel/Offset (see chapter 5.2.1)  2 Channel/Offset (see chapter 5.2.1) 

3 Number of channels/Number of objects  3 Data word 0 

4 Data word 0  4 Data word 1 

5 Data word 1  5 Data word 2 

6 Data word 2  6 Data word 3 

7 Data word 3  7 Data word 4 

8 Data word 4  8 Data word 5 

9 Data word 5  9 Data word 6 

10 Data word 6  10 Data word 7 

… …    

n Data word n-4    

 

5.1.2 Type of Parameter Channel for command 27…28 (not WinKonVis) 

Parameter channel for command 27…28 looks like follows: 
 

Word n data words  Word 8 data words 
1 Command  1 Command 

2 NodeID (see chapter 5.2.2.1) *)  2 NodeID (see chapter 5.2.2.1) *) 

3 PLC Module(s) (see chapter 5.2.2) *)  3 Current limit 1 NodeID * 

4 Current limit 1 NodeID *  4 Current limit 2 NodeID * 

5 Current limit 2 NodeID *  5 Current limit 3 NodeID * 

6 Current limit 3 NodeID *  6 PLC Status for output 1…16 Node ID * 

7 PLC Status for output 1…16 Node ID *  7 PLC Status for output 17…32 Node ID * 

8 PLC Status for output 17…32 Node ID *  8 Data word 5 

9 Data word 5  9 Data word 6 

10 Data word 6  10 Data word 7 

… …    

n Data word n-4    

 
*) only visible, when NodeID ≠ 0 and PLC Module ≠ 0 
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5.1.3 Type of Parameter Channel for command 29…32 (not WinKonVis) 

Parameter channel for command 29…32 looks like follows: 
 

Word n data words  Word 8 data words 
1 Command  1 Command 

2 Start index Direct IOs / Number of 
Direct IOs (see chapter 5.2.2.1) 

 2 Start index Direct IOs / Number of 
Direct IOs (see chapter 5.2.2.1) 

3 <No function>  3 Data word 0 

4 Data word 0  4 Data word 1 

5 Data word 1  5 Data word 2 

6 Data word 2  6 Data word 3 

7 Data word 3  7 Data word 4 

8 Data word 4  8 Data word 5 

9 Data word 5  9 Data word 6 

10 Data word 6  10 Data word 7 

… …    

n Data word n-4    
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5.2 Parameter Channel Settings 

5.2.1 Parameter Cannel for System- and Channel Data (8 and n data words) 

Channel/ Offset/ Object number 
The available object numbers (display decimal/ hexadecimal) communicated by Profibus DPEA are stored in 
a word and consist of  
 

 Channel (superior byte) and  

 Offset (inferior byte)  
 
zusammen. 
 
Specification of object number 

Channel Offset 

00   (for system parameter) 00…FF  (Offset system parameter) 

01…80   (for Zone 1…128) 00…FF  (Offset zone parameter) 

 (See object list of controller) 

 
For channel and offset values a list of values exist in WinKonVis (see chapter 6.2 Online Mode) and/or 
flexotempMANAGER (see chapter 7.2 Online Mode) to choose from. To do this, go into edit mode and 
select from the 2nd word of the Parameter Channel "Channel / Offset" field buffer of the output buffer with 
the secondary mouse button. 
 
Channel 

 000 System 

 001 <user defined zone name> 

 002 <user defined zone name> 

 etc. up to  

 n <user defined zone name>  
(n depends on maximal number of zones of configured controller) 

 
Offset 
The offsets are different depending on the configured controllers. The offsets and their sequential order can 
be read in the document Object list Profibus DPEA. 
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5.2.2 Parameter channel for configuration of PLC (not WinKonVis) 

Only for flexotemp® available and valid for the following flexotemp®-components: 
 flexotemp® CANCT - Current Transducer Interface 
 flexotemp® BACI   - Bus Actuator Interface, Current Input 
 flexotemp® DIO16CI - Digital In-/Output Interface, Current Input 

5.2.2.1 NodeID/ Object number (8 and n data words) 

The available object numbers (display decimal/ hexadecimal) communicated by Profibus DPEA are stored in 
a word and consist of  
 

 NodeID 
 
NodeID 

Indicates the first component of the controller with the appropriate CAN bus node ID, which can be seen 
from the configuration. If more than one component is addressed, this must be based on the specified 
CAN bus node ID in consecutive order. 

 

5.2.2.2 Number of PLC Modules/ Object number (n data words) 

The available object numbers (display decimal/ hexadecimal) communicated by Profibus DPEA are stored in 
a word and consist of  
 

 Number of PLC modules 
 
Number of PLC modules 
Specifies the number of how many modules with SPL functionality should be handled, from NodeID (see 
5.2.2.1) continuously. 
 

5.2.3 Parameter channel for configuration of Direct IOs (not WinKonVis) 

Only available with flexotemp®. 

5.2.3.1 Start index Direct IOs / Number of Direct IOs (8 and n data words) 

The available object numbers (display decimal/ hexadecimal) communicated by Profibus DPEA are stored in 
a word and consist of  
 

 Start index (superior byte) and  

 number of (inferior byte)  
 
. 
 
Start index 

Indicates the first Direct IO of the controller with the appropriate CAN bus node ID, which can be seen 
from the configuration of Direct IO's. If more than one Direct IO is addressed, this must be based on the 
specified CAN bus node ID in consecutive order. 

 
Number 
Specifies the number of how many Direct IO's should be handled, from start index continuously. 
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5.3 Parameter Channel 8 data words 

5.3.1 Parameter Channel 8 data words - Commands 

The available commands can be chosen from a list of values in WinKonVis (see chapter 6.2 Online Mode) 
and/or flexotempMANAGER (see chapter 7.2 Online Mode). To do this, go into edit mode and select from 
the 1st word of the Parameter Channel "Command" field buffer of the output buffer with the secondary 
mouse button. 
 

Comm
and 

  

1 Read 1 object of 1 channel Read 1…, reads object, that is defined by object number. 

 Object number  Channel: 001 Zone 1, Offset: 002 setpoint value   
setpoint value of zone 1 is read. 
 
Read 2… and so on, reads the next (2.) object number etc. 
based on the defined object number. 

 Object number  Channel: 001 Zone 1, Offset: 002 setpoint value   
setpoint value of zone 1 is read, degree of operation of zone 1 is read, etc. 

2 Read 2 objects of 1 channel 

3 Read 3 objects of 1 channel 

4 Read 4 objects of 1 channel 

5 Read 5 objects of 1 channel 

6 Read 6 objects of 1 channel 

7 Read 7 objects of 1 channel 

8 Read 8 objects of 1 channel 

   

9 Read 1 object of 8 channels The defined object number and 7 more object numbers are 
read. 

 Object number  Channel: 001 Zone 1, Offset: 002 setpoint value   
setpoint value of zone 1 is read, 
setpoint value of zone 2 is read, 
etc. setpoint value of zone 8 is read. 

   

16 Write 1 object to 1 channel Write 1…, writes object, that is defined by object number. 

 Object number  Channel: 001 Zone 1, Offset: 002 setpoint value   
setpoint value of zone 1 is written by value in data word 1. 
 
Write 2… and so on, writes the next (2.) object number etc. 
based on the defined object number. 

 Object number  Channel: 001 Zone 1, Offset: 002 setpoint value   
setpoint value of zone 1 is written by value in data word 1 
setpoint value of zone 1 is written by value in data word 2, etc. 

17 Write 2 objects to 1 channel 

18 Write 3 objects to 1 channel 

19 Write 4 objects to 1 channel 

20 Write 5 objects to 1 channel 

21 Write 6 objects to 1 channel 

22 Write 7 objects to 1 channel 

23 Write 8 objects to 1 channel 

   

24 Write 1 object to 8 channels The defined object number and 7 more object numbers are 
written. 

 Object number  Channel: 001 Zone 1, Offset: 002 setpoint value   
setpoint value of zone 1 is written by value in data word 1 
setpoint value of zone 2 is written by value in data word 2, 
etc. setpoint value of zone 8 is written by value in data word 8. 

   

27 *) Read Current Limits and Status 
of PLC 

For the defined NodeID the current limits 1...3 and the status 
are read. 

 NodeID: 002 NodeID 2   
starting from NodeID 2 the current limit 1…3 and the status are read into the 
intended data words. 

   

28 *) Specification of current limits and 
de-/activate SPL 

For the defined NodeID the current limits 1...3 are set and SPL 
can be de-/activated. 
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Comm
and 

  

 NodeID: 002 NodeID 2   
starting from NodeID 2 the current limit 1…3 are written by the data words. 

   

 
Information, how to use the current limits, see description of Smart Power Limitation SPL. 

   

29 *) Write Direct IO [1…255] From start index on the number of Direct IOs set is written to 
Direct IOs. 

 Start index Direct IO's: 001, number of Direct IO's: 1  
starting from start index Direct IO's 1, 1 Direct IO is written by data word 1. 

   

30 *) Read Direct IO [1…255] From start index on the number of Direct IOs set is read from 
Direct IOs. 

 Start index Direct IO's: 001, number of Direct IO's: 1  
starting from start index Direct IO's 1, 1 Direct IO is read. 

   

31 *) Write Direct IO [256…300] From start index on the number of Direct IOs set is written to 
Direct IOs. 

 Start index Direct IO's: 256, number of Direct IO's: 1  
starting from start index Direct IO's 256, 1 Direct IO is written by data word 1. 

   

32 *) Read Direct IO [256…300] From start index on the number of Direct IOs set is read from 
Direct IOs. 

 Start index Direct IO's: 256, number of Direct IO's: 1  
starting from start index Direct IO's 256, 1 Direct IO is read. 

   

 
Information on use of Direct IOs are in the operating instructions 
Project Setup - and Configuration Tool flexotempMANAGER Operation. 

*) Not WinKonVis  
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System parameters 

 Example Parameter Channel 8 data words 

  
Channel Parameter 

 Example Parameter Channel 8 data words
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5.4 Parameter Channel n data words 

Upon creation of a Parameter Channel, the operator is asked about the number of data words, the 
Parameter Channel should consist of. Is the defined buffer size exceeded (see chapter 2), an error message 
occurs. 
From a given object reference (see chapter 5.2) starting, the operator can set the number of channels and 
the number of objects.  
The parameters are read/written as far as data words are available. 

5.4.1 Parameter Channel n data words - Commands 

The available commands can be chosen from a list of values in flexotempMANAGER (see chapter 7.2 
Online Mode). To do this, go into edit mode and select from the 1st word of the Parameter Channel 
"Command" field buffer of the output buffer with the secondary mouse button. 
 

Command   

1 Read 1 object of channel 1 Read 1…, reads object, that is defined by object number. 

 Object number  Channel: 001 Zone 1, Offset: 002 setpoint value  
setpoint value of zone 1 is read. 
 
Read 2… and so on, reads the next (2.) object number etc. 
based on the defined object number. 

 Object number  Channel: 001 Zone 1, Offset: 002 setpoint value  
setpoint value of zone 1 is read, degree of operation of zone 1 is read, etc. 

2 Read 2 objects of 1 channel 

3 Read 3 objects of 1 channel 

4 Read 4 objects of 1 channel 

5 Read 5 objects of 1 channel 

6 Read 6 objects of 1 channel 

7 Read 7 objects of 1 channel 

8 Read 8 objects of 1 channel 

 
Settings of number of channels/number of objects are not considered. 

   

9 Read 1 object of 8 channels The defined object number and 7 more object numbers are 
read. 

 Object number  Channel: 001 Zone 1, Offset: 002 setpoint value  
setpoint value of zone 1 is read, 
setpoint value of zone 2 is read, 
etc. setpoint value of zone 8 is read. 

 
Settings of number of channels/number of objects are not considered. 

    

16 Write 1 object to 1 channel Write 1…, writes object, that is defined by object number. 

 Object number  Channel: 001 Zone 1, Offset: 002 setpoint value  
setpoint value of zone 1 is written by value in data word 1. 
 
Write 2… and so on, writes the next (2.) object number etc. 
based on the defined object number. 

 Object number  Channel: 001 Zone 1, Offset: 002 setpoint value  
setpoint value of zone 1 is written by value in data word 1 
setpoint value of zone 1 is written by value in data word 2, etc. 

17 Write 2 objects to 1 channel 

18 Write 3 objects to 1 channel 

19 Write 4 objects to 1 channel 

20 Write 5 objects to 1 channel 

21 Write 6 objects to 1 channel 

22 Write 7 objects to 1 channel 

23 Write 8 objects to 1 channel 

 
Settings of number of channels/number of objects are not considered. 

   

24 Write 1 object to 8 channels The defined object number and 7 more object numbers are 
written. 

 Object number  Channel: 001 Zone 1, Offset: 002 setpoint value  
setpoint value of zone 1 is written by value in data word 1 
setpoint value of zone 2 is written by value in data word 2, 
etc. setpoint value of zone 8 is written by value in data word 8. 
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Command   

 
Settings of number of channels/number of objects are not considered. 

   

25 Read n objects The defined object number is read for the number of 
channels (see number of channels) and number of objects 
(see number of objects) set. 

 Object number  Channel: 001 Zone 1, Offset: 002 setpoint value , 

number of channels 3, number of objects 2   
setpoint value of zone 1 is read, degree of operation of zone 1 is read, 
setpoint value of zone 2 is read, degree of operation of zone 2 is read, 
setpoint value of zone 3 is read, degree of operation of zone 3 is read. 

   

26 Write n objects The defined object number is written for the number of 
channels (see number of channels) and number of objects 
(see number of objects) set. 

 Object number  Channel: 001 Zone 1, Offset: 002 setpoint value , 
number of channels 3, number of objects 2   
setpoint value of zone 1 is written by data word 1,  
degree of operation of zone 1 is written by data word 2,  
setpoint value of zone 2 is written by data word 3,  
degree of operation of zone 2 is written by data word 4,  
setpoint value of zone 3 is written by data word 5,  
degree of operation of zone 3 is written by data word 6. 

   

27 *) Read current limit and status 
SPL of y SPL modules from 
NodeID x 

For the defined NodeID the current limits 1...3 and the 
status are read for the specified SPL Modules (see number 
of SPL Modules). 

 NodeID: 002 NodeID 2, Number of SPL Modules: 002 2 SPL Modules 
  
starting from NodeID 2 the current limit 1…3 and the status are read into 
the intended data words for 2 SPL Modules. 

   

28 *) Stipulate current limit and de-
/activate SPL of y SPL modules 
from NodeID x 

For the defined NodeID the current limits 1...3 are set for 
the specified SPL Modules (see number of SPL Modules) 
and SPL can be de-/activated. 

 NodeID: 002 NodeID 2, Number of SPL Modules: 002 2 SPL Modules 
  
starting from NodeID 2 the current limit 1…3 are written by the data words 
for 2 SPL Modules. 

   

 
Information, how to use the current limits, see description of Smart Power Limitation SPL. 

   

29 *) Write Direct IO [1…255] From start index on the number of Direct IOs set is written 
to Direct IOs. 

 Start index Direct IO's: 001, number of Direct IO's: 1  
starting from start index Direct IO's 1, 1 Direct IO is written by data word 1. 

   

30 *) Read Direct IO [1…255] From start index on the number of Direct IOs set is read 
from Direct IOs. 

 Start index Direct IO's: 001, number of Direct IO's: 1  
starting from start index Direct IO's 1, 1 Direct IO is read. 

   

31 *) Write Direct IO [256…300] From start index on the number of Direct IOs set is written 
to Direct IOs. 
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Command   

 Start index Direct IO's: 256, number of Direct IO's: 1  
starting from start index Direct IO's 256, 1 Direct IO is written by data word 
1. 

   

32 *) Read Direct IO [256…300] From start index on the number of Direct IOs set is read 
from Direct IOs. 

 Start index Direct IO's: 256, number of Direct IO's: 1  
starting from start index Direct IO's 256, 1 Direct IO is read. 

   

 
Information on use of Direct IOs are in the operating instructions 
Project Setup - and Configuration Tool flexotempMANAGER Operation. 

*) Not WinKonVis  

 
Is Parameter Channel n data words not supported for the controller, an error message occurs in 
flexotempMANAGER and the writing for the object list is prevented. 
 

 

The processing cycle of Parameter Channel is ca. 50 msec. 
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6 Configuration and Online Mode with WinKonVis 

6.1 Configuration 

Before Profibus DPEA is configured for control, it must be configured on controller side. 
WinKonVis uses tab „Profibus“, that displays, for selected controller component of sysTemp ®-net 
controllers (example: ETS132net) and for sysTemp ®- controllers selection „<controller name>_EA“ -
component (example: ETR132_II_EA). 

6.1.1 Object list type READ 

 
 
Presetting 
Profibus module 
(buffer size) 

The number of I/O words, specified here, must fit to the chosen buffer size in the 
PLC project setup. 

  
Start IO address 
READ 

The start address specified in the PLC program can be entered here and is then 
transferred to the READ object list into row IO address in WinKonVis for easier 
overview of the addresses. 

  
Select Object list 
type READ 

 

The type of the generated list can be selected by key READ. 
All in the READ list included objects are read objects for control and are enclosed in 
the appropriate PEW`s (process input words).
All objects, that should be read by the controller  must be entered in the READ list. 
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6.1.2 Object list type WRITE 

 
 
Presetting 
Profibus module 
(buffer size) 

The number of I/O words, specified here, must fit to the chosen buffer size in the 
PLC project setup. 

  
Start IO address 
WRITE 

The start address specified in the PLC program can be entered here and is then 
transferred to the WRITE object list into row IO address in WinKonVis for easier 
overview of the addresses. 

  
Select Object list 
type WRITE 

 

The type of the generated list can be selected by key WRITE. 
All in the WRITE list included objects are write objects for control and are enclosed 
in the appropriate PAW`s (process output words). 
All objects, that should be written to the controller must be entered in the WRITE list. 
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6.1.3 Define object list 

Define object list By the DP Object List in the left display window are 

 Channel data [1] to [32],  

 Multiplex Data [MUX],  

 System parameters and  

 Parameter Channel [PAR]  
selected and transferred to the predefined (READ or WRITE) object list in the right 
display window.  
(sign „+“ opens the list, click on the check box transfers the objects)  

  

 

Define READ object list 

 Press key READ. 
A click on the sign "+" on the DP object list on the left side displays all channel data 
[1] and available objects. „Actual value [1]“ is transferred from the displayed list to 
the predefined READ object list on the right side by click on the check box ( is set). 

  
 

  
 Procedure for creating the WRITE object list is identical. 
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6.1.4 Edit object list 

Copy the objects 
into Profibus list 

 

To get a list of similar objects quickly, that only differs by channel number, use the 
key <Copy objects in Profibus list>. The objects are copied in the preset object list. 

  

 

Continue edit object list READ 

 An already on the right side existing object in the READ object list (example: Actual 
value channel 1) is selected. 

Press key Copy the objects into Profibus list .  
A dialog box is displayed, where from channel (example: 2) to channel (example: 
5) can be specified. 

  
 

  
 The selected object is duplicated with the entered channel numbers (example: 2, 3, 

4, 5); already inserted objects were not inserted again. 
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 Procedure for creating the WRITE object list is identical. 
  

Further editing of 
object lists 

By the keys 

  

 

 Delete object 
(selected object is deleted from the preset object list) 

 

 

 Arrow key up / down, 
(selected object is moved up / down in the preset object list) 

 

 

 Reset object list 
(all objects are deleted from the displayed READ and WRITE list after 
confirmation of the query 
Initialize object really? 
with Yes () 

  
 the READ and WRITEobject lists can be edited. 
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6.1.5 Write / Read object list 

 

To activate newly created READ and WRITE object lists in WinKonVis, they must 
be written into the controller. Select key Write object list. The appearing box Write 
object list really? has to be acknowledge accordingly with Yes (). 

  

 

The READ- and WRITE object lists on the controller are read into WinKonVis by key 
Read object list.
The displayed box Write object list really? must be acknowledged accordingly. 

  

 

Caution! Previously created lists in WinKonVis that have not yet been written to the 
controller will be overwritten by this operation 
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6.2 Online Mode 

 
 

 

To test the function of PSG DPEA protocol without Profibus or to debug the buffer 
sent by the controller, you can switch with the toggle key DP-Online to the online 
mode. 

 

 

After pressing the key DP Online, when switching to online mode, the current 
object lists are read from the controller. 
The displayed box 
Should the object list be read? 
has to be acknowledged with Yes (). 
Key changes marking in DP-Offline. 

  

 

Caution! Previously created lists in WinKonVis that have not yet been written to 
the controller will be overwritten by this operation 

  
 Subsequently the READ- as well as the WRITE- buffer are displayed. The 

content of the buffer is cyclically read and displayed by CAN-Bus or PSG-II. 

 

Pressing the key DP Offline ends the Online mode. 
Key changes marking in DP-Online. 
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6.2.1 SIO/CAN 

 
 

 

Is the SIO/CAN mode turned off, the buffers are only read and displayed in online 
mode. The buffers can be described in this mode only by the controller. 

  

 

Is the SIO/CAN mode switched on, then the read and write buffers that are sent 
from the controller via Profibus to the controller, are no longer evaluated. The buffers 
are now operated via WinKonVis! 
 
Press key SIO/CAN ON. 

  
Display 

 

 

The display of the buffer content can be toggled between decimal and 
hexadecimal. 
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6.2.2 Edit Mode 

 
 
 The Edit Mode is only available in SIO/CAN ON mode. 
  

 

In order to test the function of the handshake, it is possible to switch to Edit mode. 
In Edit mode, no more communication takes place. The user can edit the values of 
the WRITE buffer.  
 
Press key Edit Mode ON. 

  

 

For the first setpoint value object channel 1 in the object list WRITE buffer, another 
value (example: 150) should be specified. 
 

 Select the field buffer behind the object on the right side and activate the entering of 
values by secondary mouse button. The value 1500 is entered and confirmed by 
<RETURN>. 

  

 

Take care of the data format at specification of values of parameters. 

  
  
Life bit in Control-
/Handshake word 

The life bit in the Control-/Handshake word (see chapter 2.2 Control-/Handshake 
word, 2.4 Communication control by life - and RW bit) should be set accordingly 
before writing the object list. 
The object "Status/MUX Channel" must be select and the secondary mouse button 
must be pressed. A dialogue box appears. 
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 In the dialog box 

 set () life bit 
  
 

  
 Exit dialog box by OK. 
  

 

When you exit the Edit mode, the specified values are written to the controller and 
trigger the appropriate actions. 
The appearing box Write object list really? has to be acknowledge accordingly. 

  
 After an error-free processing the content is copied into the input buffer. 
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6.3 Change value of a MUX Object 

 
 

 

Change value of a MUX Object 

 To change the value of a MUX Object, the MUX Object "Lower temperature limit" is 
added to the WRITE object list in DP-Offline mode. 

 A click on the sign "+" on the DP object list on the left side displays all Multiplex Data 
(MUX) and available objects. „Lower temperature limit GW- (MUX)“ is transferred 
from the displayed list to the predefined object list  (example: WRITE) on the right 
side by click on the check box ( is set). 
(See chapter: 6.1.3 Define object list, 6.1.4 Edit object list) 

  

 

To activate the created WRITE object list in WinKonVis, it must be written to the 
controller. Select key Write object list.  
The appearing box Write object list really? has to be acknowledge accordingly 
with Yes (). 
(See chapter 6.1.5 Write / Read object list) 

  

 

After pressing the key DP Online, when switching to online mode, the current object 
lists are read from the controller. 
The appearing box Read object list really? has to be acknowledge accordingly 
with Yes (). 
Key changes marking in DP-Offline. 
(See chapter 6.2 Online Mode) 
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Change to SIO/CAN ON mode. 
(See chapter 6.2.1 SIO/CAN) 

  

 

Change to Edit Mode ON mode. 
(See chapter 6.2.2 Edit Mode) 

  
 For the Lower Temperature Limit MUX Object channel 1 in the WRITE object list, 

another value (example: 100) should be specified. 
  
 Select the field buffer behind the object on the right side and activate the entering of 

values by secondary mouse button. The value 1000 is entered and confirmed by 
<RETURN>. 

  

 

Take care of the data format at specification of values of parameters. 

  
Define Control-
/Handshake word 

The Control-/Handshake word (see chapter 2.2 Control-/Handshake word, 2.4 
Communication control by life - and RW bit, 4.1 Complete communication cycles for 
MUX Objects) should be set accordingly before writing the object list. 
The object "Status/MUX Channel" must be select and the secondary mouse button 
must be pressed. A dialogue box appears. 

  
 Enter the following in the dialog box: 

 MUX Channel: 1 

 Mark () MUX Object 

 Status byte: enter a different value than in the previous write/ read cycle e.g. 
toggle between 0/1 (example: 1) 

 Set () life bit 
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 Exit dialog box by OK. 
  
 According to the settings you will see a value other than 0 in the buffer for 

Status/MUX Channel. 
  

 

When you exit the Edit mode, the specified values are written to the controller and 
trigger the appropriate actions. 
The appearing box Write WRITE object list? has to be acknowledge accordingly 
with Yes (). 

  
 After an error-free processing the content is copied into the input buffer. 
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7 Configuration and Online Mode with flexotempMANAGER 

7.1 Configuration 

Before Profibus DPEA is configured for control, it must be configured on controller side.  
Therefore change to the project side in flexotempMANAGER and select the menu item <Profibus DPEA> 
beneath the controller. There are  

 Communication settings 

 Object list for input-/output (PLC) 
specified. 
 

 

7.1.1 Communication settings 

Settings 
Buffer size The number of I/O words, specified here, must fit to the chosen buffer size in the 

PLC project setup. 

 

Setting options see chapter 2 Principle of Communication / Prerequisites. 

  
DPEA Protocol Parameter set to ON uses protocol Profibus DPEA. 

 

flexotempMANAGER Communication parameter CP13 
See chapter 2.1.Activate protocol 

  
Timeout DP(zone off) The parameter influences the behavior of the controller on failure of Profibus DPEA 

and/or when the life bit is not set. 

 

flexotempMANAGER Communication parameter CP14 
Setting options see chapter 2.3 Parameter Timeout DP. 
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7.1.2 Define object list 

By selecting the menu item <Object list input buffer (PLC)> or <Object list output buffer (PLC)> the list type is 
defined. The procedure is illustrated by the input object list buffer (PLC). The procedure for creating the 
object list output buffer (PLC) is identical. 
 

 
 
Define object list 
 

In the left display window for <Object list input buffer (PLC)> in a list of values a) all 
<Object> available for DP Objects are shown 

 Channel data (color see Parameter d): black) 

 Multiplex Data [MUX] (color see Parameter d): blue) 

 System parameter [SYS] (color see Parameter d): green) 

 Parameter Channel [PAR] (color see Parameter d): red) 

 Direct IOs (color see Parameter d): orange) 
 
Select in the display field b) for 

 Channel data one channel 

 Multiplex Data one MUX Channel 
something. 
 
In the display window c) all available parameters for controller, dependent on 
selection <Object>, are listed. 
 
By clicking the check box of a parameter in c) the objects are moved to the right 
display window d). 

 
  

a) 
b)

c)

d)
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Define <Object list input buffer (PLC)> 

 Change in flexotempMANAGER to project side 
Select menu item <Profibus DPEA> beneath of controller 
Selection of menu item <Object list input buffer (PLC)> 
 

 a) b) b) c) & d) 
 <Object>    & Parameter 
 Channel data <Zone> <1> Zone 1  002 Setpoint (P001) 
 Channel data <Zone> <2> Zone 2  002 Setpoint (P001) 
 Multiplex Data <MUX 

Channel> 
<0> MUX Channel: 
+0 

 003 Degree of operation 
(P002) 

 Multiplex Data <MUX 
Channel> 

<3> MUX Channel: 
+3 

 003 Degree of operation 
(P003) 

 System 
parameters 

   001 Protocol (CP02) 

 Direct IOs    001 Not allocated 
 Parameter 

Channel 
   Parameter Channel n (6) Data 

words 

  
 The following object list input buffer (PLC) is created. 
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7.1.3 Edit object list 

In an already created object list an element of the buffer is selected. 
Beside the right display window, the keys for processing the object list are activated. 
 

 
 
Further editing of 
object lists 

By the keys 

  

 

 Delete object 
(selected object is deleted from the preset object list) 

 

 

 

 Arrow key up / down, 
(selected object is moved up / down in the preset object list) 

 

 

 Copy objects in Profibus list 
To get a list of similar objects quickly, that only differs by channel number, 
use the key Copy objects in Profibus list. The objects are copied in the 
preset object list.  
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 Delete object list 
(all objects are deleted from the displayed list after confirmation of the query 
Delete object list really? 
by OK 

  
 the object lists can be edited. 
 

7.1.4 Write / Read object list 

 

Write object list 
 
To activate newly created object lists for in-/output buffers (PLC) in 
flexotempMANAGER, they must be written into the controller. For this 
purpose, the context menu of controller is selected by the secondary mouse 
button and Write Profibus Object list is chosen. The object list is written 
directly to the controller. 

  
Read object list 
 
By menu item Read Profibus Object list (display context menu of controller 
by secondary mouse button) the object lists in the controller for in-/output 
buffers (PLC) are read into flexotempMANAGER. The object list is directly 
read into flexotempMANAGER.  
Caution! Previously created lists in flexotempMANAGER that have not yet 
been written to the controller will be overwritten by this operation 

  

 

If you switch between menu items Profibus DPEA of the project back and forth 
and you are ONLINE, a query, whether the respective Profibus DPEA 
information should be read, occurs. 
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7.2 Online Mode 

To test the function Profibus DPEA without control or to debug the buffer sent by the controller, you can 
switch to the view <Project> <Status> in flexotempMANAGER. When switching to the menu item <Status 
Profibus> the current object lists are read from the controller. 
Then, the object lists of the input and the output buffer (PLC) are presented. The buffer content is read and 
displayed cyclically. 
 

 
 
Display 
of buffer 
content 
decimal 

  

 
 
Display 
of buffer 
content 
hexadecimal 
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7.2.1 SIO Mode 

Change into SIO mode ON, the input/output buffers can be handled by flexotempMANAGER. 
 

 

Is the SIO mode turned off, the buffers are only read and displayed in online mode. The 
buffers are described in this mode only by the controller. 
 
The key indicates that the SIO mode can be turned ON in this mode. 

  

 

Is the SIO mode switched on, then the read and write buffers that are sent from the controller 
via Profibus to the controller, are no longer evaluated. The buffers are now operated via 
flexotempMANAGER! 
 
The key indicates that the SIO mode can be turned OFF in this mode. 

  
SIO Mode 
ON 
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7.2.2 Edit Mode 

 

The Edit Mode is only available in SIO Mode ON. 

  

 

In order to test the function of the handshake, it is possible to switch to Edit mode. In 
Edit mode, no more communication takes place. The user can edit the values of the 
output buffer.  
 
Press key Edit mode ON. 

  
 

  

 

For the first setpoint value object channel 1 in the object list output buffer (PLC), another 
value (example: 300) should be specified. 
 

 Select the field buffer behind the object on the right side and activate the entering of 
values by secondary mouse button. The value 3000 is entered. 

  

 

Take care of the data format at specification of values of parameters. 
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 <RETURN> confirms the entered value. 
  
Life bit in 
Control-
/Handshake 
word 

The life bit in the Control-/Handshake word (see chapter 2.2 Control-/Handshake word, 
2.4 Communication control by life - and RW bit) should be set accordingly before writing 
the object list. 
The object "Status/MUX Channel" must be select and the secondary mouse button must 
be pressed. A dialogue box appears. 

 In the dialog box 

 set () life bit 
  
 

  
 Exit dialog box by OK. 
  

 

When you exit the Edit mode, the specified values are written to the controller and 
trigger the appropriate actions. 
The appearing box Write object list output buffer? has to be acknowledge accordingly. 
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 After an error-free processing the content is copied into the input buffer. 

7.3 Change value of a MUX Object 

 

Change value of a MUX Object 

 To change the value of a MUX Object, assign the MUX Object "Setpoint value" MUX+0 to the 
object list of the output buffer (PLC) (see chapter 7.1.3 Edit object list). 

  
 

  
 Write object list 

See chapter 7.1.4Write / Read object list 
  
 Change to Online mode 

See chapter 7.2Online Mode 
  
 Change to SIO mode 

See chapter 7.2.1SIO Mode 
  
 Change to Edit mode 

See chapter 7.2.2Edit Mode 
  

 

For the setpoint value MUX Object channel 1 in the object list output buffer (PLC), another 
value (example: 350) should be specified. 

  
 Select the field buffer behind the object on the right side and activate the entering of values by 

secondary mouse button. The value 3500 is entered and confirmed by <RETURN>. 
  

 

Take care of the data format at specification of values of parameters. 

  
 

Define Control- The Control-/Handshake word (see chapter 2.2 Control-/Handshake word, 2.4 Communication 
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/Handshake 
word 

control by life - and RW bit, 4.1 Complete communication cycles for MUX Objects) should be 
set accordingly before writing the object list. 
The object "Status/MUX Channel" must be select and the secondary mouse button must be 
pressed. 

  
 Enter the following in the dialog box: 

 MUX Channel: 1 

 Mark () MUX Object  

 Status byte: enter a different value than in the previous write/ read cycle e.g. toggle 
between 0/1 (example: 0) 

 Set () life bit 
 

  
 Exit dialog box by OK. 
  
 According to the settings you will see a value other than 0 in the buffer for Status/MUX 

Channel. 
  

 

When you exit the Edit mode, the specified values are written to the controller and trigger the 
appropriate actions. 
The appearing box Write object list output buffer? has to be acknowledge accordingly. 

  
 After an error-free processing the content is copied into the input buffer. 
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8 Integration of a Temperature Controller in Profibus S7 
To integrate a temperature controller in Profibus of S7, the following steps have to be executed. 
 
If the temperature controller can not be found in the hardware components, 
 

load the GSD file of the temperature controller, available as download of respective controller, see 
www.meusburger.com , form Internet on a directory on a computer 
 
start S7 program 
 
open with a double click on Hardware the dialog HW Konfig 
 
in the dialog window HW Konfig select by menu item Options -  Install GSD File the directory, 
where the GSD file was loaded, and integrate the file into Simatic manager. 

 
If the temperature controller is in the hardware components 
 
sysTemp® Controllers Profibus-DP – Further FIELD DEVICES – Controller – PSG-SYSTEMP 
flexotemp ® Controller Profibus-DP – Further FIELD DEVICES – Controller – PSG-flexotemp 
 
included, it can be connected to Profibus. 
 

 
Example sysTemp® Controllers 
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After insertion of the temperature controller, select it and insert e.g. „Configuration A 16W I/O“ out of the 
hardware configuration on the slot. The setting for the Profibus module buffer size must match with the size 
set in the Project Setup - and Configuration Tool (see chapter 6 Configuration and Online Mode with 
WinKonVis and/or chapter 7 Configuration and Online Mode with flexotempMANAGER). 
The setting in the Project Setup - and Configuration Tool for the Profibus module buffer size in this example 
is 16 words. 
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9 Appendix 

9.1 GSD file sysTemp ® control system 

;====================================================== 
; GSD-Datei fuer Systemp-Regelsystem 
; Stand : 06.08.2008 T.Münch 
;====================================================== 
; 
#Profibus_DP 
Vendor_Name = "PSG-Plastic Service GmbH" 
Model_Name = "PSG-SYSTEMP" 
Revision = "Version 1.1" 
Ident_Number = 0xbcd3 
Protocol_Ident = 0 
Station_Type = 0 
FMS_supp = 0 
Hardware_Release = "Hardware 1.0" 
Software_Release = "Software 1.0" 
9.6_supp=1 
19.2_supp=1 
93.75_supp=1 
187.5_supp=1 
500_supp=1 
1.5M_supp=1 
3M_supp=1 
6M_supp=1 
12M_supp=1 
MaxTsdr_9.6 = 60 
MaxTsdr_19.2 = 60 
MaxTsdr_93.75 = 60 
MaxTsdr_187.5 = 60 
MaxTsdr_500 = 100 
MaxTsdr_1.5M = 150 
MaxTsdr_3M = 250 
MaxTsdr_6M = 450 
MaxTsdr_12M = 850 
Redundancy = 0 
Repeater_Ctrl_Sig = 2 
24V_Pins = 0 
Implementation_Type = "SPC3" 
; sonstige DP-Geräte - Regler 
Slave_Family=5 
Bitmap_Device = "SYSTEMPN" 
Bitmap_Diag   = "SYSTEMPD" 
Bitmap_SF     = "SYSTEMPF" 
 
;*************************************************************************** 
;  Slave specific values 
;*************************************************************************** 
Freeze_Mode_supp = 0 
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Sync_Mode_supp = 0 
Auto_Baud_supp = 1 
Set_Slave_Add_supp = 0 
;*************************************************************************** 
;  Slave spezifische Werte  (User-Parameter-Daten) 
; Bit 01.0 :    L=High-Byte-First, H=Low-Byte-First 
; Bit 01.1:     Slave-Kommunikation Enable (nur bei ETR104/108 mit BIN-
Protokoll) 
; 
;*************************************************************************** 
User_Prm_Data_Len = 0x05 
User_Prm_Data = 0x00,0x02,0x00,0x00,0x00 
 
Min_Slave_Intervall = 1 
Modular_Station = 1 
Max_Module = 1 
Max_Input_Len  = 128 
Max_Output_len = 128 
Max_Data_Len  = 256  
 
Module = "Konfiguration-A  16W E/A"  0x5F,0x6F ; Wort konsistent 
EndModule 
Module = "Konfiguration-B  32W-E/A"  0x5F,0x5F,0x6F,0x6F ; Wort konsistent   
EndModule 
Module = "Konfiguration-C  48W-E/A"  0x5F,0x5F,0x5F,0x6F,0x6F,0x6F ; Wort 
konsistent  
EndModule 
Module = "Konfiguration-D  58W-E/A"  0x5F,0x5F,0x5F,0x59,0x6F,0x6F,0x6F,0x69 ; 
Wort konsistent  
EndModule 
Module = "Konfiguration-E  46W-E/A"  0x5F,0x5F,0x5D,0x6F,0x6F,0x6D ; Wort 
konsistent  
EndModule 
Module = "Konfiguration-A  16W E/A BK"  0xDF,0xEF ; Block konsistent    
EndModule 
Module = "Konfiguration-B  32W-E/A BK"  0xDF,0xDF,0xEF,0xEF  ; Block 
konsistent 
EndModule 
Module = "Konfiguration-C  48W-E/A BK"  0xDF,0xDF,0xDF,0xEF,0xEF,0xEF  ; Block 
konsistent 
EndModule 
Module = "Konfiguration-D  58W-E/A BK"  
0xDF,0xDF,0xDF,0xD9,0xEF,0xEF,0xEF,0xE9  ; Block konsistent 
EndModule 
Module = "Konfiguration-E  46W-E/A BK"  0xDF,0xDF,0xDD,0xEF,0xEF,0xED  ; Block 
konsistent  
EndModule 
 
; Device related diagnostic data 
Unit_Diag_Bit(0) = "Configuration state" 
Unit_Diag_Bit(3) = "Heating short circuit" 
Unit_Diag_Bit(8) = "Input fail channel 1" 
Unit_Diag_Bit(9) = "Input fail channel 2" 
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Unit_Diag_Bit(10)= "Input fail channel 3" 
Unit_Diag_Bit(11)= "Input fail channel 4" 
Unit_Diag_Bit(12)= "Input fail channel 5" 
Unit_Diag_Bit(13)= "Input fail channel 6" 
Unit_Diag_Bit(14)= "Input fail channel 7" 
Unit_Diag_Bit(15)= "Input fail channel 8" 
Unit_Diag_Bit(16)= "Input fail channel 9" 
Unit_Diag_Bit(17)= "Input fail channel 10" 
Unit_Diag_Bit(18)= "Input fail channel 11" 
Unit_Diag_Bit(19)= "Input fail channel 12" 
Unit_Diag_Bit(20)= "Input fail channel 13" 
Unit_Diag_Bit(21)= "Input fail channel 14" 
Unit_Diag_Bit(22)= "Input fail channel 15" 
Unit_Diag_Bit(23)= "Input fail channel 16" 

9.2 GSD file flexotemp ® control system 

;====================================================== 
; GSD-Datei fuer flexotemp-Regelsystem 
; Status : 06.08.2008 T.Münch 
;====================================================== 
; 
#Profibus_DP 
Vendor_Name = "PSG-Plastic Service GmbH" 
Model_Name = "flexotemp" 
Revision = "Version 1.1" 
Ident_Number = 0xbcd3 
Protocol_Ident = 0 
Station_Type = 0 
FMS_supp = 0 
Hardware_Release = "Hardware 1.0" 
Software_Release = "Software 1.0" 
9.6_supp=1 
19.2_supp=1 
93.75_supp=1 
187.5_supp=1 
500_supp=1 
1.5M_supp=1 
3M_supp=1 
6M_supp=1 
12M_supp=1 
MaxTsdr_9.6 = 60 
MaxTsdr_19.2 = 60 
MaxTsdr_93.75 = 60 
MaxTsdr_187.5 = 60 
MaxTsdr_500 = 100 
MaxTsdr_1.5M = 150 
MaxTsdr_3M = 250 
MaxTsdr_6M = 450 
MaxTsdr_12M = 850 
Redundancy = 0 
Repeater_Ctrl_Sig = 2 
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24V_Pins = 0 
Implementation_Type = "SPC3" 
; sonstige DP-Geräte - Regler 
Slave_Family=5 
Bitmap_Device = "FLEXPN" 
Bitmap_Diag   = "FLEXPD" 
Bitmap_SF     = "FLEXPF" 
 
;*************************************************************************** 
;  Slave spezifische Werte 
;*************************************************************************** 
Freeze_Mode_supp = 0 
Sync_Mode_supp = 0 
Auto_Baud_supp = 1 
Set_Slave_Add_supp = 0 
;*************************************************************************** 
;  Slave spezifische Werte  (User-Parameter-Daten) 
; Bit 01.0 :    L=High-Byte-First, H=Low-Byte-First 
; Bit 01.1:     Slave-Kommunikation Enable (nur bei ETR104/108 mit BIN-
Protokoll) 
; 
;*************************************************************************** 
User_Prm_Data_Len = 0x05 
User_Prm_Data = 0x00,0x02,0x00,0x00,0x00 
 
Min_Slave_Intervall = 1 
Modular_Station = 1 
Max_Module = 1 
Max_Input_Len  = 128 
Max_Output_len = 128 
Max_Data_Len  = 256  
 
Module = "Konfiguration-A  16W E/A"  0x5F,0x6F ; Wort konsistent 
EndModule 
Module = "Konfiguration-B  32W-E/A"  0x5F,0x5F,0x6F,0x6F ; Wort konsistent   
EndModule 
Module = "Konfiguration-C  48W-E/A"  0x5F,0x5F,0x5F,0x6F,0x6F,0x6F ; Wort 
konsistent  
EndModule 
Module = "Konfiguration-D  58W-E/A"  0x5F,0x5F,0x5F,0x59,0x6F,0x6F,0x6F,0x69 ; 
Wort konsistent  
EndModule 
Module = "Konfiguration-E  46W-E/A"  0x5F,0x5F,0x5D,0x6F,0x6F,0x6D ; Wort 
konsistent  
EndModule 
Module = "Konfiguration-A  16W E/A BK"  0xDF,0xEF ; Block konsistent    
EndModule 
Module = "Konfiguration-B  32W-E/A BK"  0xDF,0xDF,0xEF,0xEF  ; Block 
konsistent 
EndModule 
Module = "Konfiguration-C  48W-E/A BK"  0xDF,0xDF,0xDF,0xEF,0xEF,0xEF  ; Block 
konsistent 
EndModule 
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Module = "Konfiguration-D  58W-E/A BK"  
0xDF,0xDF,0xDF,0xD9,0xEF,0xEF,0xEF,0xE9  ; Block konsistent 
EndModule 
Module = "Konfiguration-E  46W-E/A BK"  0xDF,0xDF,0xDD,0xEF,0xEF,0xED  ; Block 
konsistent  
EndModule 
 
; Device related diagnostic data 
Unit_Diag_Bit(0) = "Configuration state" 
Unit_Diag_Bit(3) = "Heating short circuit" 
Unit_Diag_Bit(8) = "Input fail channel 1" 
Unit_Diag_Bit(9) = "Input fail channel 2" 
Unit_Diag_Bit(10)= "Input fail channel 3" 
Unit_Diag_Bit(11)= "Input fail channel 4" 
Unit_Diag_Bit(12)= "Input fail channel 5" 
Unit_Diag_Bit(13)= "Input fail channel 6" 
Unit_Diag_Bit(14)= "Input fail channel 7" 
Unit_Diag_Bit(15)= "Input fail channel 8" 
Unit_Diag_Bit(16)= "Input fail channel 9" 
Unit_Diag_Bit(17)= "Input fail channel 10" 
Unit_Diag_Bit(18)= "Input fail channel 11" 
Unit_Diag_Bit(19)= "Input fail channel 12" 
Unit_Diag_Bit(20)= "Input fail channel 13" 
Unit_Diag_Bit(21)= "Input fail channel 14" 
Unit_Diag_Bit(22)= "Input fail channel 15" 
Unit_Diag_Bit(23)= "Input fail channel 16" 
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9.3 Version History 

Version Date Changes 

   

1.02.03 7/8/2011 Valid MUX Channels flexotemp 

1.02.02 2/27/2010 Amendments of operating manual to 
flexotempMANAGER Software version 1.02.00 
WinKonVis software version 1.4.6.3 
In detail, the following amendments were made: 

 Valid MUX Channels revised 

1.02.01 1/26/2010 Amendments of operating manual to 
flexotempMANAGER Software version 1.02.00 
WinKonVis software version 1.4.6.2 
In detail, the following amendments were made: 

 Texts for command 29-32 changed 

 Texts for type Parameter Channel for commands 27, 28, 29…32 
changed 

 Communication parameter flexotemp in CP13, CP14 changed 

 Functions not implemented in WinKonVis marked 

1.02.00 12/4/2009 Amendments of operating manual to 
flexotempMANAGER Software version 1.01.00 
WinKonVis Software version 1.4.6.2 (Revision Parameter Channel still under 
preparation) 
In detail, the following amendments were made: 

 Chapter Parameter channel for configuration of Direct IOs amended 

 Chapter types of Parameter Channels amended 

 Valid MUX Channels flexotemp changed 

 Command 29, 30, 31, 32 added 

 Texts for commands 27, 28 changed 

1.01.02 11/4/2008 Amendments of operating manual to 
flexotempMANAGER Software version 1.00.00 
WinKonVis Software version 1.4.5.6 (Revision Parameter Channel still under 
preparation) 
In detail, the following amendments were made: 

 Command 27, 28 for Parameter Channel 8- and n- date words 
added. 

1.01.01 8/15/2008 Amendments of operating manual to 
flexotempMANAGER software version 0.9.13 
WinKonVis Software version 1.4.5.6 (Revision Parameter Channel still under 
preparation) 
In detail, the following amendments were made: 

 Display Profibus DPEA Online revised 

 Parameter Channel n data words new 

 GSD data updated 

1.01.00 6/30/2008 Chapter Configuration and Online Mode with flexotempMANAGER added and 
related text passages changed. 

1.00.00 7/4/2007 Integration of a Temperature Controller in Profibus S7 added 
New version number amended. 

0.1 10/12/2005 First edition 
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